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APPLICATION AREA '

Child Care ///‘\

Aged Care

Commercial Educational Facilities

©

Sports Centers Hospitals & Medical

Shopping Centers Galleries and Museums

P®00O

Hotels Residential

Retail Dﬁ@ Corridors

Restrooms -Eéﬂi Infrastructure
&} Transportation Library
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PRODUCT NAME

Description Low Profile Rectangular Ceiling Mounted LED Luminaire Utilising
Patented Thin Film Transistor Technology
Interior Areas: Wide and Even Light Coverage Requirements
Materials Die Cast Aluminium Trim and Body, Powder coated
Matt Finish, Aluminium Heat Sink, Patented Thin Film
Transistor, PMMA Opal Diffuser
Dimensions Length: 596mm, Width:146mm, Height: 50mm
Driver Integral LED Driver
:Sumi?aire 20W SMD LED, 3000K/4000K/5000K Available, CRI>90,
etails
Beam Angle: 110°, SDCM<3, UGR<19. 2000 Lumens,
1685 Luminaire Luminous Flux at 4000K.
Lumen Efficacy: 100Lm/W.
Ratings IP20 | IKO7
Rated Life 5yr Warranty | L80 B10: 72,000hrs
Environmentally Sustainable Replaceable LED Module
Environmental Impact: Luminaire > 95% Recyclable, Fitting
Under Actwell Revitalisation Program to Refit Parts to End
Waste
Installation Ceiling Mounted or Suspended
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ORDER CODE '

AW9780PL-(Colour Finish)-(Temperature)-(Dimming)-(Installation)

Example: AW9780PL-WH-3K-ND-CM
OPTIONS '

Colour Finish Temperature Dimming Installation
WH (White) 3K (3000K) ND (Non-Dim) CM (Ceiling Mounted)
BK (Black) 4K (4000K) PH (Phase-Dim) SS (Suspended)
5K (5000K) DD (DALI-Dim)
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INSTALLATION '
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